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(GRIPP)
PLAIN CLAMP

3 strengthned
Welded nut
ME/MITD

Lock Screws fior
Adjustmeent of varying
pipe diameters

Eleetro gabanized
Zint Coated Steel
Clamp Body{Anti-Comasive]

Refarance

SPC O
SPC 02
SPG 03
SPC 04
SPC 05
SPC D&
SPCOT
SPC DB
SPC 08
SPC 10
SPC M
SPC 12
SPG 13
SPC 14
5PC 15
SPC 18
PG 1T
2PG 18
SPC 18
SPC 20

15-18
20-23
26-20
33-35
40-43
4750
53-56
5052
89-72
T4-TT
B1-B4
8861
100-103
108-110
113118
123127
136-142
160-163
167-170
213-216

1.1047
142"

o
FOrmim
2.4

B3mm

=
R o
110emim
e
125mm
5"

g
168rm
-

11
107
120
128
133
143
158
180
186
233

124

SPECIAL FEATURES:
1.Increased material thickness.
2.Can be used for all horizontal
vertical & roof hanging installations.
3_High breaking resistance
4. Welded nut M8 / M10.
5. Zinc Coated Electro Galvanizing
for Corrosion Resistance.
6. M6 side screws with plastic washers
7.Breaking load in traction: 650 Kg.
8. 5afe working load: 2000 N

Width (W) x | BREAK LOAD
Thickness rmm (Kgs)
20x 2 400
20x2 500
20x2 500
20x2 500
20x2 . 00
20 x 2 00
20x2 2340
2x2 550
20x2 550
20x 2 550
20 x 2 50
=2 . 220
2x2 550
20x2 600
20x2 600
20x2 . GO0
20x25 00
20x25 &00
20X 25 &00
25x 25 &00




Swengthned -

=, Aubber Inner Grooves

Wedded nut
MER10

M& Lock Seresws —t

Electro galvanized
Zinc Coated Steel |
Clamg Body
{Amtl-Comroshve)

B Riclges for tight Grip

| Lock Screws for
Adjustment of varying
pape diarmeters

EPDM Rubber Linkig
{ For Sound Insulation)

SPECIAL FEATURES:

1.Can be used for all horizontal,
vertical & roof hanging installations.

2. EPDM sound insulation lining having
value on average 18 dB [A).

3.High breaking resistance.

4, Welded nut ME ¢ M10.

5.Zinc Coated Electro Galvanizing for
Corrosion Resistance.

6. M6 side screws with plastic washers

7.Breaking load in traction: 650 Kg.

8. Safe working load: 2000 N

(GRIPP)
RUBBER CLAMP

RUBBER Technical Data:
Material : EPDM
Strech 2 250%
Hardness : 45 shore A

Temp. Resistance  : -400C to +1100C
Ozone Resistance : Grade O

Measurements & Sizes

Z0 mm

e o ||
F. E{F-I r':. n i E
/8" 60 38

SPRCO1| 1518

SPRC 02| 20-23 1 65 44
SPRC 03| 26-29 g" T 50
SPRC 04 | 33-36 1 T8 LT
SPRC OS5 | 40-43 1.4 BE 85
SPRCOS| 47.50 | 10172 a8z 7
SPRCOT | 53-56 S4mm ag Ex)
SPRCO8| S982 | 2 104 83
SPRC 09| B89-72 T0rmm 114 93
SPRC 10| 74.77 2.1 1 98
SPRC 11| 81-84 B3rmm 127 106
SPRC 12| 88-91 .y 133 112
SPRC 13| 100-103 | 3.142° 146 125
SPRC 14 | 108-110 | 110mm 164 133
SPRC 15| 113-116 | 4" 150 138
SPRC 16| 123127 | 125mim 1649 145
SPRC 1T | 138142 | & 184 163
SPRC 18| 1B80-183 | &" 206 185
SPRC 19| 187-170 | 168mm 212 191
SPRC 20| 213.216 | 8" 250 238

| Width (W) x | BREAK LOAD
H Thickness mm (Kas)
26 20x2 400
pel| 20x2 500
a2 20x2 S
35 20x 2 500
34 20x 2 S0
4z 20x2 S0
45 20x2 250
48 20x 2 S50
53 20x 2 80
55 20x2 580
G0 20x2 550
B3 20x2 550
B9 20 % 2 &0
T3 20x 2 i)
TG 20x2 S0
1 20m 2 B0
BE 20x25 00
Bg 20x% 2.5 GO0
102 x25 B00
126 25x25 &0




(GRIPP)
SPRINKLER HANGER
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g
=

. i, L . \, .

SPECIAL FEATURES:

1.0ne Piece Hanger Guarantees high permissible load.

2. Locking device allows easy pre mounting & maintenance.

3.Time saving with easy installation.

4, More strength, so greater safety.

5.Electro galvanised zinc coating.

6. Adjustable in Height

7.Used for holding all kinds of pipes especially- fire fighting suspension pipes.
8. For breaking load in traction and safe working load in traction- See table.

Sprinkler Hanger - Sizes
SSH 01 172 8 20 % 1.6 1350 450
SSH 21 34" 8 20% 1.6 1350 450
SsHO3 | 1 8 20%1.6 1350 450
SSHO4 | 1.1/4" 8 20% 1.6 1380 | 450
SSH D5 - 2 8 20x18B 1350 | 450
SSHOE | 2.4/2" 8 . 20x16 2200 700
SSH 07 - 3" 8 | 28x2 2200 700
SSHO8 | 32" w0 | 25x2 2200 700
S5H 08 110mm 10 . 25x2 2200 00
SSH 10 4 0 | 25x2 2600 850
SSH 11 5" 12 25%2.5 2600
SSH 12 6" 12 2525 2600
SSH 13 8" 12 25x25 2600
SSH 14 10* 12 2525 2600




(GRIPP)

CLEVIS HANGER

SPECIAL FEATURES:

1.Two Piece Hanger Guarantees high permissible load.
2.Locking device allows easy pre mounting & maintenance.
3. Time saving with easy installation.

4. More strength, so greater safety.

5.Electro galvanised zinc coating.

PART
[

SCHM
SCH 02
SCH O3
SCH 04
SCH 05
SCH 06
SCH 07
SCH 08
SCHO2
SCH 10

SCH 1M

PIFE SIZE
{Inch)

1.14°

11]’2"

7

212"

-

3

4"

g

g

STEEL STRIP
WIDTH =
THICKNESS (mm)

25x3

25x3

2ax3

25x3

25 x 4

25 x4

25 x 4

12 %6

J2x6

32 %6

32x6

Clevis Hanger - Sizes

ROD HOLE
SIZE (mm])
10

10
10
10
10
10
10
10
12
12

12

Pendulum Action of
Clevis Hanger

CROSS

BOLT SIZE

{mim)

M10 x 70
M10 x B5
M10 x BS
M10 x 95
M10 x 110
M10 x 120
Mi0 x 150
M10 x 180
M10 x 180
M10 x 220

M10 x 240

80 35

o2

100

109

145

154

177

194

228

263

336

42

48

60

73

&9

105

116

140

168

219




(GRIPP)
NAIL CLAMPS

SPECIFICATION OF NAIL CLAMPS

EXT.DIA OF STRIP STRIP D LENGTH THICKMESS
PIPE INCH WIDTH THICKMNESS OF NAIL | OF NAIL

/2 19-20 mm 1.6/2 mm 20 X 25 &5 mm & mim

34" 19-20 mm 1.6/2 mim 26X 30 a5 mm & mim

1" 19-20 mm 1.6/2 mm 32 % 36 G5 mm B mm

1.1/4" 19-20 mm 1.6/2 mm 40X 43 85 mm & mm

1.1/ 19-20 mm 1.6/2 mm 44 ¥ 49 65 mm & mim

F.a 19-20 mm 1.6/2 mm 56 X 61 B5 mm & mm

20027 19-20 mm 20mm 75X ED B85 mm & mim

3 19-20 mm 20mm BF X 92 B5 mm & mim

3.0/2" 19-20 mm 20mm 95 X102 B5 mm & mm

411 19-20 mm 20mm 108 X114 98 mm & mm

' 19-20 mm 2.5 mm 131 X141 | 98 mm 8 mim

iy 19-20 mm 25mm 165X 169 | 98 mm & mm

. APPLICATION
SPECIAL FEATURES FOR HORIZONTAL OR VERTICAL WALL MOUNTING.

FOR CEILING MOURNTING.
SUITED FOR HIGH LOADS AND TEMPERATURES.

POSSIBILITY OF SHORT- DISTANCE FITTING. CONSTRUCTION DETAILS
CLIP ELECTROLYTICALLY ZINC-PLATED.
AVAILABLE WITH M 8,M 10,M 12 OR 1/2° CONNECTION.
M 10,M 12 AND 1/2° VERSIONS HAVE RETAINING RING,

NN

U-Clamp Saddle Clamp Hose Clamp
i

Rubber Mount Rubber Insert




Measurements & Sizes

| KGHMODoPCS

18,300
22,800
25,600
20600
32.300
36.300
a5 300
50.800
63,100
33.200
41,300
45, 500
53.700
5B 600
&08.500
B2.100
52100
114200
T3.500
B SO0

(GRIPP)

ZINC PLATED U-BOLT

JC-005-21
JC-005-22
JC-005-23
JC-005-24
JC-005-25
JC-005-26
JC-005-27
JC-005-28
JC-005-29
JC-005-30
JC-005-31
JC-005-32
JC-005-33
JC-005-34
JC-005-35
JC-005-36
JC-005-37
JC-005-38
JC-005-39
JC-005-40

M0 11727 02800
Bl 2™ 109,800
M1 02-152° 127700
M 103" 145,800
BA 104" 180,400
106" 239,600
M12x2" 158,400
M12x2-1/2" 1BB.400.
M10x3" 211.2B0
M10x4" 261,800
B 105" 347 700
BA1 08" 453,700
M 165" 641,700
M 168" BT 400
MI1G=10" 1007 400
M20x10" 1574120
MZ20x12" 1B35. 700
MZ20x18" 2335200
MZ4x14" 3084, 500
M24xig” 3488, 00

G.l. THREADED RODS

SPECIAL FEATURES
FULLY THREADED GALVANISED IRON RODS (BARS)
IN MATERIAL CARBON STEEL

OR GRADE B-7 OF A5TM, A 193, GRADE - 2

JC-005-1 Wb 12"
JCD052 | MExai4”
JC-005-3 M 1™
JE-005-4 M 1-1/4"
JC-005-5 MG -1/2°
JC-005-6 Moc™
JC-005-T MG - 1727
JC-005-8 MEx3"
JC=-005-8 MExd™
JC-005-10 | MEBx12”
JC-D05-11 MEx3/4"
JC-005-12 | MEx1”
JC-005-13 M1 -1/4"
JC-D05-14 MBx1-12°
JC-005-15 | MBxz
JC-005-16 MEBx2-112
JO-005-17 MEBx3™
JC-005-18 MBxd™
JC=005-189 MK
JC-005-20 MA0x1-114"
G.l. BOLTS, NUTS, SPRING NUT,
WASHERS & LONG NUTS
SPECIAL FEATURES
HEXAGONAL HEAD G.L.BOLTS AVAILABLE IN
MATERIAL CARBON STEEL OR GRADE 8.8
HEXAGONAL G.L.NUTS AVAILABLE IN
MATERIAL CAREBON STEEL OR GRADE 8 & GRADE 10,
FLAT G.LWASHERS AVAILABLE FOR ALL
BOLT SIZES IN STANDARD DIMENSIONS.
HEXAGONAL G.L.COUPLING NUTS (LONG NUTS)
AVAILABLE IN STANDARD SIZES.
G .. BOLT
l HEXAGONAL HEAD BOLTS :
DIAMETER: 6 MM TO 24 MM &
/,//.1 LENGTH - 12 MM TO 200 MM
4 \
G .. NUT | E ‘
HEXAGONAL NUTS :
DIAMETER : 6 MM TO 33 MM.
G .l SPRING WASHER o~
SIZES = N

6 MMTO 24 MM

G .I. SPRING NUT

SIZES
& MM, BMM, 10MM, 12 MM

& MM TO 30 MM DIAMETER.

2 Mtr.& 3 Mtr. LENGTHS.
=

F
HEXAGONAL COUPLING NUTS (LONG NUTS): ]?
6X 25 MM, 8 X 30 MM, 10X 40 MM & 12 X 50 MM :

—~

G .. WASHERS -]
SIZES

6 MM TO 30 MM & SPECIAL SIZES @



JK FILES

‘4 '

. LG FilesaTtonls

[t (A division of RAVMOND Limited) U/ JK Drill Bits

Fagutt

THREE FILES

L9 .

MACHINIST SAW &

RASP FILES H55 NON COBALT & H55 COBALT DRILL BITS

SPECIAL FEATURES

HIGH QUALITY MACHINIST, SAW & RASP FILES FOR JOBBER SERIES DRILL BITS

EVERY APPLICATION ARE AVAILABLE IN THREE FILES BRAND TAPPER SHANK DRILL BITS

MANUFACTURED BY RaYIOND Lt REDUCED SHANK DRILL BITS
LONG SERIES DRILL BITS

ki CENTRE DRILL BITS

EXTRA SLIM TAPER, FLAT, HALF ROUND, ROUND, SQUARE, MASONRY DRLL BITS

THREE - SQUARE, PILLAR, CABINET SECTION & WOOD RASP, TOOL BITS

FLEXIBLE FILES IN BASTARD (ROUGH) ,

SECOND AND SMOOTH CUT,

SIZES

*4INCH, 5 INCH & 6 INCH IN EXTRA SLIM TAPER.

* GINCH, 8 INCH, TOINCH, 12 INCH & 14 INCH FOR
FLAT, HALF ROUND, ROUND & WOOD RASPE.

Screwdrivers

SIZES
THICKMESS: 4MM, 6MM, BMM, 10MM
LENGTH :4 INCH, SINCH, 8 INCH,10 INCH & 12 INCH




HINDUSTAN FILES

1 _| W Hindustan
Scissor Brand)

SCISSORS .— (
F"-Es ILES LIMITED F I L E S

MACHINIST, SAW & RASP FILES

SPECIAL FEATURES

HIGH QUALITY MACHINIST, SAW & RASP FILES FOR EVERY APPLICATION ARE AVAILABLE IN SCISSOR BRAND
MAMNUFACTURED BY HINDUSTAMN FILES Lrd. (JK).

RANGE
EXTRA 5LIM TAPER, FLAT, HALF ROUND, ROUND, SQUARE, THREE - SQUARE, PILLAR, WOOD RASF,
SECOND AND 5MOOTH CUT.

SIZES
4 INCH, 5 INCH & 6 INCH IN EXTRA SLIM TAPER.
*5INCH, 8 INCH, 10 INCH, 12 INCH & 14 INCH FOR FLAT, HALF ROUND, ROUND & WOOD RASP.



FIX BOLTS ( Shield Anchors) UNIFIX (DROP IN ANCHORS)

T

FIX- BOLTS (SHIELD ANCHORS):

SPECIAL FEATURES

HEAVY DUTY SHIELD ANCHOR OF 4 Pcs. CHASE SHELLS

MADE OF QUALITY 5TEEL MATERIAL & PRESSED USED TO DIRT.
HIGH RETAIMING POWER & CAN BE REMOVED EASILY.

WHEN TIGHTENING THE NUT OR SCREW THE CONICAL
SECTION IS PULLED INTO THE ANCHOR SHELLS EXPANDING

IT & WEDGING IT INSIDE THE ANCHOR BASE.

PULL OUT LOAD PER KILOGRAMS: 1000 TO 4200.

SIZES
6 X 40 MM, 8 X 50 MM, 10 X 60 MM, 12 X 80 MM,
16X 105 MM & 20 X 130 MM.

THROUGH BOLT (ANCHOR BOLT)

+“"u@

k|

UNIFIX (DROP IN ANCHORS):

SPECIAL FEATURES

HEAVY DUTY UNIFIX ANCHOR MADE OF

QUALITY STEEL MATERIAL.

PERFECT EXPANSION AMD SPECIALLY DESIGNED
BUILT-IN PLUG ENSURES FULL EXPANSION OF ANCHOR.,
PULL OUT LOAD PER KILOGRAMS: 1000 TO 4200.

SIZES
6X 25 MM, 8 X 30 MM, 10 X 40 MM, 12 X 50 MM
16 X 65 MM & 20 X 80 MM.

SIZES

6MM X 60, 80,90, 100,120,130, 140, 150 & 160 MM
BMM X 60, 80,90, 100, 120,130,140, 150 & 160 MM
10 MM X 60, 80,90, 100,120, 130, 140, 150 & 160 MM
12 MM X 60, 80,90, 100,120, 130, 140, 150 & 160 MM
16 MM X 60, 80,90, 100,120, 130,140, 150 & 160 MM
20 MM X 100, 120, 130, 140, 150, 160, 180 & 200

SIZES
6MM X 12,16, 20, 25, 30,40, 50 & 60 MM
EMM X 16, 20, 25, 30,40, 50 & 60 MM
10MM X 25, 30, 40, 50 & 60 MM
12MM X 25, 30,40, 50 & 60 MM
16MM X 20,40, 50 & 60 MM




M2 BI-METAL HAND HACKSAW BLADE

HIGH-TEMPERATURE ENDURABLE, FATIQUE WEAR
ENDURABLE HIGH SPEED STEEL, SPRING STEEL

SYNTHETIC M2 HIGH S5PEED STEEL AND HIGH-TEMPERATURE ENDURABLE SPRING

STEELWITH VACUUM ELECTRON-BEAM WELDING TECHNOLOGY

FEATURES: Extremely sharp saw teeth. Easy cutting stainless steel and mold steel. Unbreakable in cutting

with long service life.

ART NO. L-W-T(mm) _— e | =F | &
$500 HS 20011-300-18 300%12.7X0.62 18T 18 100 1000
HS 20112-300-24 300%12.750.62 247 8 100 1000
g ‘ 12" 247TPI - PAT GERMAMY . fiamow sress ﬁ“ﬁ. _' -j:'
ART NO. L-W-T{mm| | | =2 | &
C300 HS 30011-300-18 300X 2. 7X0.62 18T 18 100 1000
HS 30112-300-24 300X12.760.62 247 18 100 1000

Resilience Quality Carbon Steel Hacksaw Blade

65MM HIGH CARBON STEEL SAW STRIF, SHARP SAW TEETH AND RESILIENT

such as wood copper, and aluminium.

SAW BACK, MULTI-TEMPERED UNDER HIGH TEMPERATURE
FEATURES: With sharp saw teeth, unbreakable, resilient, suited for cutting materials with less hadrness,




(GRIPP)
SCREW DRIVERS

SPECIAL FEATURES

BEST QUALITY COMPLETE RANGE OF SCREW DRIVERS IN GRIPP BRAND.
MADE FROM HIGH ALLOY STEEL FOR ALL TYPES OF APPLICATICONS,
ENTIRE ROD HARDENING, MAGNETIC TIP & TRANSPARENT DURABLE GRIF,

| HAMMER HEAD RANGE FOR HAMMERING APPLICATIONS.

| PVC INSULATED RIB RANGE FOR ELECTRICAL APPLICATIONS.

| SPECIALLY DESIGNED SET OF 8 Pcs, PACK,

RANGE
FLAT TIP HEAD & PHILLIPS TIP HEAD (CROSS).
ELECTRICAL TESTERS, 2 IN 1 & SET OF 8 Pcs.

SIZES
5 MM, 6 MM, 8 MM 8 10 MM OUTER DIAMETER RODS.
4 INCH, 6 INCH, 8 INCH, 10 INCH, 12 INCH & 14 INCH LENGTHS.

PREMIUM BRAND

GRIPP BRAND




(GRIPP)

PLIER & PIPE WRENCH

SPECIAL FEATURES

DROP FORGED, CARBON STEEL MATERIAL
POLISHED OR CHROME PLATED.

HEAVY PVC INSULATION GRIP
INDIVIDUAL BOX POCE.

RANGE
COMBINATION
SIDE CUTTER
LONG NOSE

SIZE
6,7 & BINCH

JACK PLANE

SPECIAL FEATURES

RIGID CAST IROM BODY,
HIGH CARBON STEEL BLADE.
SUPERIOR DESIGN FOR
WORK PERFECTION.

SIZE:

JACHK PLANE

INCH 9 934 14 18 22
MM 225 245 350 450 550

NO. 3 4 = & 7

TOP CUTTER & KNIPEX CUTTER

SPECIAL FEATURES
DROP FORGED, CAREON STEEL MATERIALRANGE
POWDER COATED WITH OR WITHOUT PVC INSULATION

¥

KNIPEX CUTTER
SIZE: 6% & 8 INCH

TOP CUTTER
SIZE: 6% & 8 INCH
PIPEWRENCH
SPECIAL FEATURES

DROP FORGED, CARBON STEEL MATERIAL
HALF PAINTED OR POWDER COATED.

SIZE
8,10,12,14, 18,24, 36, & 48 INCH.

MEASURING TAPES

SPECIAL FEATURES

GOOD DESIGH, TOUGH & DURABLE QUALITY.

QUALITY STEEL TAPE.

SPECIAL BODY RUBBER GRIP FOR SHOCK PREVENTION,
DUAL HOLD LOCKIMG SYSTEM.

AVAILAELE IM ATTRACTIVE COLOURS.

RANGE
3 METRE, 5 METRE, 5.5 METRE , 7.5 METRE & 10 METRE



(GRIPP)

DOE, RING & COMBINATION SPANNERS

SPECIAL FEATURES

CHROME VANADIUM STEEL, HARD CHROME
PLATED & POLISHED HEADS.

DROP FORGED MANUFACTURED.

PERFECT ANGLES FOR PERFECT GRIPPING.

RANGE

AVAILABLE IN 10 Pcs. PACK FOR ALL INDIVIDUAL 5IZES.
SET OF 8 Pcs. & SET OF 12 Pes.IN POUCH PACK.
DOUBLE OPEN ENDED SPANNER

SIZES (M)

6X7 8X9 10X11 12X13 14X15

16X17 18X19 20X22 21X23 24X26
24X27  25X2B 27X32 30X32

RING SPANMER
SIZES (MM)
6x7 8X9 10611 12X13  14X15

16X17 18X19 2022 21X23 24X26
2X2T  25X28 27X32  30X32

DRAGON COMBINATION SPANNER S5ET (TRAY)
(8 & 12 PIECES 5ET)

SIZES (MM)
EPC.SH'BJQ.-]D. I 1113p14ﬂ I?]&lg
12PC.SET-6,7.8,9,10,11,12,13,14.17,19& 22

COMBINATION SPANNER
SIZES (MM)

& 7 8 g 10 11 12 13 14

15 1617 18 1% 20 21 22 23
24 25 26 27 28 30 32

DRAGON COMBINATION SPANNER SET (POUCH)
(6,8 & 12 PIECES 5ET)
SIZES (MM)
6 PC.5ET-8, 10,12,13,14 817
8 PC.5ET-6,810,12,13,14,17.&19
12 PC.SET-6,7.8,9.10,11,12,13,1417,19 & 22



KPT POWER TOOLS

P59-27
230mm heavy duty grinder

Powerful 2200 W motor

Anti-Vibrationside handle for comfortable handling
Superior Cutting, Grinding, Sanding & Wire brushing
output

Standard Accessories:
Pratective guard, Grinding wheel,
Two pin spanner, Side handle

® Anti Vibration Side handle is an optional accessory

Made P57-27 @ PST91 PSS @ PSGOM

OTHER KPT PRODUCTS e T R R

Angle Grinder Plastic & Metal, Die Grinder, Concrete Cutter Frpwet gt w 1200 000 1m0 2000

DL Super Blower, Cut off Saw, Drill, Magnetic Drill Stand, 3 ko speed pm B500 E300 B0 B30

Crill Machine & Spares Netweghtimowtee)  Kg 51 59 55 7.1
Cimeniont mm  S0x40 SExIN SHxl40 SIEx170

[HINDALC O]
FI.-'.'. .:_.

Stucco embossed Aluminium sheets

THICKNESS .
1050,1060 F. O, H12, H14, 0.30-1.20 500 - 1250 { For Sheets)
1070, 1080 H16 & H18 75 = 1250 (For Coils)
12003003
3105 & 8011

Cois of thickness of 2.0 mm and below can alzo be supplied in Tension Levelad condifion.

"Max. Width at TEMPER
Mouda = 1820 mm F- Az Rolled
O - Solt
Renukoot / Taloja = 1525 mm H12 - % Hard
Belur = 1220 mm H14 - ¥z Hard
H16 - ¥ Hard
H18 - Full Hard

H3X - Stress Relieved
H2X - Partially Annealed

CUTTING & GRINDING DISC

Meital Cutling, Steel Cutting, Stone Cutting Discs - 47 to 14°
Meital Grinding, Steel Grinding, Stone Grinding Discs - 4% o 14°




SAFETY GOGGLES (BLACK) SAFETY GOGGLES (CLEAR) PVC TROVELS INSULATION TAPE

{7 COLOURS)
HELMET - HEAVY DUTY HELMET - LIGHT DUTY TOOL BOX ( SIZE: 21")

Fy Disposable
Non-loxic Hash

“ Dust & ﬁ""—

DUST MASK - BLUE DUST MASK - ORANGE MASKING TAPE G..BINDING WIRE

i

——————
E e ——
Y

Lz

TARPAULINE POLYETHYLENE SHEET WIRE NAIL



(GRIPP)
SCAFFOLDINGS

s 4K
e/ BN
@ 'z

TIEROD WING NUT WALLER PLATE WATER STOPPER

T CLLL Lo h bR EREEERL S LR R A AN

JACK NUT LEDGER BLADE RAPID CLAMP

TOP CUP PROP NUT

UNIVERSAL CLAMP DOUBLE COUPLER SWIVEL COUPLER




Quality is not just our Motto ...
...it’s our practice !

Qo
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2
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AL SHAMS GLOBAL uLc.

(Importers, Exporters & Wholesalers for Hardware, Tools & Fasteners)
PO. Box : 41236, Dubai, U.A.E., Tel. Off.: 2976730, Fax: 2976740
E-mail: asbmt(@emirates.net.ae

www.alshamsglobal.com




